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Project: 821131 — Solid Waste WTS Construction
Addendum No.  -64-- 05 No. of Pages: 4 + Attachment
Date: 2022-08-8 Doc. No.: P7201-1591092266-182(1.0)

The following change(s) in the Request for Proposal Documents are effective immediately.
This Addendum forms part of the Contract Documents.

The purpose of this Addendum is to clarify and answer for bidder’s question on tender 2022-RFT-026
issued for bid on July 12, 2022.

Question 1:
SECTION 04 20 00 Masonry

It states that Field Quality Control is to be carried out by a testing laboratory designated by the Engineer
and paid by the General Contractor. Please provide a list of testing that will be done on masonry.
Alternatively, can a value be specified or an allowance be created?

Response 1:
Part 1.4 refers to testing of mortar mixes and cost to remain as part of lump sum.

Question 2:
SECTION 05 12 23 Structural Steel for Building

Can 3.4 Field Quality Control be addressed through an allowance?

Response 2:
To remain as part of lump sum.

Question 3:
SECTION 05 31 00 Steel Decking

Can 3.6 Field Quality Control be addressed through an allowance?

Response 3:
To remain as part of lump sum.

Question 4:
SECTION 11 40 00

For item 3.8.2, please provide the specification for the isolation paint coating.

Response 4:
Refer to 11 90 00 2.17.3 and 2.18.4 for isolation coatings per Section 05 50 00 2.4 Isolation Coating

Question 5:
SECTION 11 90 00

Items 2.1, 2.2 and 2.3 state for Concrete Foundation for Pre-Fabricated Building, we understand that the
choice of foundation will be in accordance with manufacturer’s and engineer’s instructions and may not
be concrete. Please confirm.

Response 5:
Bidder’s should proceed by assuming concrete foundation option will be used for the prefabricated
buildings. Alternate foundation options can be discussed following award based on manufacturer’s input.

Question 6:
FIELD QUALITY CONTROL


-----

05


Project Name: 2022-RFT-026 — Solid Waste WTS Construction
Addendum No.: S

For the following items, the tender requests manufacturer visits. Can the required visits be carried out by
a certified installer at the time of calibration?

e SECTION 26 05 00 COMMON WORK RESULTS FOR ELECTRICAL Field Quality Control.

e SECTION 26 32 14 POWER GENERATION DIESEL Field Quality Control.

e SECTION 28 16 00 INTRUSION DETECTION Field Quality Control.

Response 6:
e Visits by certified installer are acceptable.
e Visits by certified installer are acceptable.
e Visits by certified installer are acceptable.

Question 7:
SECTION 26 32 14

e |tem 2.8.1 enclosure estimated size 6 mL x4 mW x4 mH and 2.8.1.2.2 Enclosure sound
pressure 55 dB...It is not possible to build a 55 dBA enclosure at 6 m L. See attached drawings
(Appendix A) of a similar job done in Nunavut and 75 dBA at 7 m walk in; 8.155 m a 55 dBA will
need an additional 2.5 M on the L, so 10.6 m L. Please confirm a 75 dBA enclosure would be
acceptable.

e |tems 2.7.2 and 2.9.1 - We propose a free-standing fuel day tank instead of sub base tank (see
drawing below — Appendix A). Please confirm if this is acceptable.

e Item 3.3.6 - To avoid a load bank on site, we propose shop test only as per section 1.7. Please
confirm if this is acceptable.

e Who will provide the fuel transfer pumps for the outside fuel tank?

e There is no day tank shown inside the walk in. Should this be included in the cost submission
form?

Response 7:

e A 75 dBA enclosure would be acceptable.

e Fuel system and Fuel tank shall be a sub-base tank as specified.

e Shop test only is acceptable.

e There is no requirement for connection to the outdoor fuel tank. The generator shall be supplied
from the sub-base fuel tank.

e The sub-base fuel tank shall have the fuel capacity to provide the specified run time at 100%
load. There is no requirement for a day tank inside the generator enclosure.

Question 8:
ADDENDUM #02 ITEM 11

An important clarification must be brought on the topping specification found on Section 03 30 00 — 2.1.6.
It states “Topping: Sika® EmeriCrete® Topping or L&M TM Emerytop 400 TM or approved equivalent”.
We ask again for a clarification knowing that:
a. We do not propose an alternate we just need clarification on the engineer specifications.
b. For both products we must follow the specification and the application rate recommended by
the manufacturer.
c. As the designer consider them equivalent we can say that they are not worth for the price. The
Emerytop 400 is much more expensive.
d. For Emericrete in no case it is possible to apply 25 mm of that surface hardener that is applied
at a maximum rate of 5 to 7 kg/m2 which is far from 25 mm thickness.
e. Knowing that it is imperative to clarify the requirements for application rate of Emericrete and
the slab thickness that could be 525 mm for the Emericrete.

Response 8:
The product referred to in the specifications is Sika® EmeriCrete® Topping, the product described here
sounds like the Sika® EmeriCrete® SH which is not applicable.
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Project Name: 2022-RFT-026 — Solid Waste WTS Construction
Addendum No.: 5

Question 9:

For the project mentioned in the subject, we would like to know:

Can we extend the date for the Substantial Performance to September 30, 2025?
While respecting Completion date which is December 12, 2025.

Response 9:

The contractor will have 2 full shipping seasons (2023 and 2024). Hence, the substantial Performance
shall remain the same.

Question 10:

Is there a masonry wall on highlighted sections
REF PLAN VIEW — WTS-S02 AND S04

ik 3 WELDED TO U/S OF ROOF LINER,
o fl / | 4 '!I‘lo‘) 3 sm;cckrgu. s{)m SIDES. (WEML/WALL
I HOUSE KEEPING = SUPPORT) LEAVE 25mm GAP © U/S OF
®| COLUMNN, PADS (SEE ~ ROOF DECK TO TOP OF P2 WALL TYP.
1 S STRUCTURAL) ¥ o P2 WALL, CONFIRM WALL
ﬂ 1 | BP2 S SIM. DETAILS WITH ARCH.
q ? g » B ‘m 1/0_MEZ._3.508 m
| =_ o" 3 CONT. CLOSURE (20 go. MIN.)
s i FIRE PUNEL” e 1 292
1 ooM + 2 —
: W ee2l® o) | wssoson ] e[ sz oo o vome o
| %) 102 N o ~ N l BOTH SIDES, LEAVE 25mm GAP © U/S
COLUMN Cle I DO O o BEAM TO TOP OF CMU, TYPICAL
______________ "‘_Lo T~ © { ~190mm CMU WALL (NO WALL © LOCATION
<! =3 | OF SECTION MC/SM. ON SHEET SO4)
o DO S o
-} n |¢D <+
c'é =3 2
14456 ‘ 53 T N\ W360x39  BP1 5 ‘xr-s SECTION
— 1 (ot
‘ ’ b o BrP2 P
NI

Response 10:
A curb is located between Fire Pump Room 102 and Fire Tank, WTS-S02 MCS/S10 is noted as
similar. Exterior wall at Fire Pump Room 102 is typical W1.

Question 11:

REF:DETAILS 17/A07 AND 30/A09
A curb is shown on detail 30/A09 but not found on structural drawings, please advise.

Response 11:
WTS S-03 150x200 curb note in top right corner shows curb layout and dimensions for locating

Question 12:

REF ADDENDUM NO.04 — Response 14
Q45 Our question for the new breakdown was about the item listed below:
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Project Name: 2022-RFT-026 — Solid Waste WTS Construction

Addendum No.: 5
Grid B-4 Chain roller
Grid F-6 Modultar push rob bin and indline screw auger
shedder and RI 36/26 schredder infeed conveyor
Near Grid 9 (B-E) Horizontal screw auger (to feed boiler stoker feeder)
Near Grid F (10-12) KKF drag chain conveyor, screw auger KKF discharge conveyor
and rotary drum magnet
Between Grid 11-12 Vecoplan VHZ 10100XL shredder and Rl 36/26 shredder infeed
conveyor

Please confirm they are to be included in item 21.4 Biomass Fuel Preparation and Boiler System in the
Appendix B and no detailed breakdown is required for those items.

Response 12:
We confirm these items are to be include in item 21.4.

Attachment: Appendix A - 2559GDM Walk-in DS300 75dBA R1
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Enclosure details

Powder coat paint, Grey RAL-7001
Noise level: 75dBA @ 7m
Wall construction: Fireproof, R24/32 insulation
Roof construction: Fireproof, R24 insulation
Floor construction: Fireproof
Doublr door 72”x84”, satin finish steel 12Ga, insulation Roxul AFB 2”
Stainless steel door hardware
Pneumatic door cylinder
Dorex 9500 push pad and trim
Heat—protected silencers, with drain
Flex tube
Motorised qir intake dampers, Model #3961
Motorised qir outlet dampers, Model #3965
Motorised air recirculation dampers, Model #3965
Honeywell thermostat #T775M2030/U
> Run mode: Modulating recirculation dampers
> Stop mode: All dampers open on high temperatures
Air intake with critter mesh
Electrification as per Code, EMT conduits
Enclosure assembly as per CSA-C282

Subbase details

Floor: 1/8 Checkerplate

Floor structure : C6
/ Insulation Roxul AFB 6

AN

<
\& ﬁomer structure : C10

Roof details

30" Typ.

xGcﬂvcmised steel 20Ga bottom

Resisto HR Membrane
Satin finish Steel panels 12Ga

Bolted assembly
/ Insulation Roxul AFB 6"’

%%

Wall details

l \Galvanised Perforated steel 22Ga

Satin finish Steel panels 12Ga

Bolted assembly
/ Insulation Roxul AFB 6"

Y

%

L—24” Typ.——l

\LGalvqnised Perforated steel 22Ga

NOTES :

No drip pan supplied. Floor acts as watertight basin. Wajax supplies leak detection probe

4—level probe supplied not connected. Wajax supplies connection terminals

No fill spill bowl supplied, as per tender drawing (See Annexe)
Fuel Connection on engine Supply: 10JIC ou 1/2NPT

Fuel Connection on engine Return: 6JIC ou 3/8NPT
Please confirm size and location of fuel supply pump system

REV

DATE

REVISION [ P |

LES TOLERANCES SONT: WATEREL

MATERAL
TXO)l(.)EiANCESiAg%w” - Gi"i“‘"‘l 243, rue des Artisans
oo ko7 R DRUMMOND 7 omen s Gromten
FRACTIONS + 1/32” - Tél: 1.800.567.3835
ANGLES  + 1° pops ;'EWE mﬂ Fax: 819.395.5517

PROVECTION NORD-AMERICAINE _
THIRD ANGLE PROJECTION

APPROBATION / APPROVALS DATE WMH%OBGDM HE A b ri WCI | k - I N
BAR PM. [19/08/26 fgme—— DS300D6S 75dBA
APPROED - @ - [%&W walk—in DS300D6S 75dBA [* 6/6
CHEMIN D'ACCES

FILE PATH



AutoCAD SHX Text
Subbase details

AutoCAD SHX Text
Outer structure : C10

AutoCAD SHX Text
Floor structure : C6

AutoCAD SHX Text
Floor: 1/8 Checkerplate

AutoCAD SHX Text
Insulation Roxul AFB 6''

AutoCAD SHX Text
Enclosure details - Powder coat paint, Grey RAL-7001 - Noise level: 75dBA @ 7m - Wall construction: Fireproof, R24/32 insulation - Roof construction: Fireproof, R24 insulation - Floor construction: Fireproof - Doublr door 72"x84", satin finish steel 12Ga, insulation Roxul AFB 2" - Stainless steel door hardware - Pneumatic door cylinder - Dorex 9500 push pad and trim - Heat-protected silencers, with drain - Flex tube - Motorised qir intake dampers, Model #3961 - Motorised qir outlet dampers, Model #3965 -Motorised air recirculation dampers, Model #3965 - Honeywell thermostat #T775M2030/U     > Run mode: Modulating recirculation dampers     > Stop mode: All dampers open on high temperatures - Air intake with critter mesh - Electrification as per Code, EMT conduits - Enclosure assembly as per CSA-C282

AutoCAD SHX Text
Roof details

AutoCAD SHX Text
Insulation Roxul AFB 6''

AutoCAD SHX Text
Satin finish Steel panels 12Ga

AutoCAD SHX Text
Galvanised Perforated steel 22Ga

AutoCAD SHX Text
Wall details

AutoCAD SHX Text
Insulation Roxul AFB 6''

AutoCAD SHX Text
Galvanised Perforated steel 22Ga

AutoCAD SHX Text
Bolted assembly

AutoCAD SHX Text
Galvanised steel 20Ga bottom

AutoCAD SHX Text
Resisto HR Membrane 

AutoCAD SHX Text
Satin finish Steel panels 12Ga

AutoCAD SHX Text
Bolted assembly

AutoCAD SHX Text
THIRD ANGLE PROJECTION

AutoCAD SHX Text
PROJECTION NORD-AMÉRICAINE

AutoCAD SHX Text
ANGLES

AutoCAD SHX Text
DESSINÉ

AutoCAD SHX Text
APPROBATION / APPROVALS

AutoCAD SHX Text
DATE

AutoCAD SHX Text
APPROUVÉ

AutoCAD SHX Text
TITRE

AutoCAD SHX Text
ECHELLE

AutoCAD SHX Text
NO. DESSIN

AutoCAD SHX Text
CHEMIN D'ACCÈS

AutoCAD SHX Text
PAGE

AutoCAD SHX Text
  LES TOLÉRANCES SONT:

AutoCAD SHX Text
  TOLERANCES ARE:

AutoCAD SHX Text
FRACTIONS

AutoCAD SHX Text
X.XX

AutoCAD SHX Text
X.XXX

AutoCAD SHX Text
243, rue des Artisans St-Germain-de-Grantham (Québec) J0C 1K0 Tél: 1.800.567.3835 Fax: 819.395.5517

AutoCAD SHX Text
TITLE

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
DRAWING NO.

AutoCAD SHX Text
FILE PATH

AutoCAD SHX Text
DRAWN

AutoCAD SHX Text
APPROVED

AutoCAD SHX Text
MATÉRIEL

AutoCAD SHX Text
MATERIAL

AutoCAD SHX Text
FINI

AutoCAD SHX Text
FINISH

AutoCAD SHX Text
POIDS

AutoCAD SHX Text
WEIGHT

AutoCAD SHX Text
PROJET

AutoCAD SHX Text
PROJECT

AutoCAD SHX Text
NO PIÈCE

AutoCAD SHX Text
PART NO.

AutoCAD SHX Text
Abri Walk-in

AutoCAD SHX Text
DS300D6S 75dBA

AutoCAD SHX Text
-

AutoCAD SHX Text
Walk-in DS300D6S 75dBA

AutoCAD SHX Text
6/6

AutoCAD SHX Text
1/32"

AutoCAD SHX Text
.02"

AutoCAD SHX Text
0.015"

AutoCAD SHX Text
1%%D

AutoCAD SHX Text
P.M.

AutoCAD SHX Text
19/08/26

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
2503GDM

AutoCAD SHX Text
-

AutoCAD SHX Text
DATE

AutoCAD SHX Text
PAR

AutoCAD SHX Text
REVISION

AutoCAD SHX Text
REV

AutoCAD SHX Text
- No drip pan supplied. Floor acts as watertight basin. Wajax supplies leak detection probe - 4-level probe supplied not connected. Wajax supplies connection terminals - No fill spill bowl supplied, as per tender drawing (See Annexe) - Fuel Connection on engine Supply: 10JIC ou 1/2NPT - Fuel Connection on engine Return: 6JIC ou 3/8NPT - Please confirm size and location of fuel supply pump system




